
WHITE CEMENT  
CONCRETE
Thermal effect, versatile, aesthetic

This concrete is batched and mixed in a concrete plant, based on natural 
limestone aggregates, white cement, admixtures, and water. It meets the 
requirements for strength, workability, and aggregate size, with the added bonus 
of its whitish color and thermal effect.

It is an architectural concrete, ideal for those structural elements that remain 
exposed.



Field of application
Building facades, screens, exposed columns, arches, and bridge 
supports. 
 
Singular architectural elements: special roundabouts, etc. 
 
Pigmented concrete with light shades.

Advantages
A light coloration is achieved directly, without the need for painting. 
 
Thermal effect on building structures. 
 
More aesthetic, thanks to its light shade. 
 
Versatility: it can be manufactured as mass, self-compacting, fluid, 
fiber-reinforced, etc. 
 
Allows achieving light concrete colorations, such as: yellow, orange, 
pink tones, which could not be achieved using concrete made with 
gray cement.

Compressive strength 28 days (N/mm²) 20/25/30/35/40/45/50

Consistency B / F / L

Maximum aggregate size 10mm / 20mm

Environments Adaptable to CodE 
specifications

Application and supply system
• Similar to that of concrete with gray cement. 
 
• It can also be supplied in a “dry” format.

It is an ideal material for constructing 
buildings or structures with exposed 
concrete. It provides singular and highly 
beautiful finishes.


