
CONCRETE WITH  
RECYCLED AGGREGATE
Same guarantees, 
greater sustainability

Molins’ recycled aggregates come 100%from concrete 
valorization and have CE marking. Their use, whether for 
strength-based or dosage-based concretes, always complies 
with specific legal requirements.

Our strict control over raw materials allows us to manufacture 
quality concrete with recycled aggregates and with the 
maximum guarantees.

We incorporate recycled coarse 
aggregates, sourced from concrete 
valorization. Current regulations limit the 
percentage, as well as its application for 
certain uses.



Field of Application
DOSAGE-BASED CONCRETE (HRD100-200-300): 100% use of 
recycled coarse aggregate for dosage-based concretes up to 
300kg of cement.

BLINDING CONCRETE (HRL-150): 100% use of recycled coarse 
aggregate according to Annex 10 of the Structural Code 
(RD470/2021).

MASS CONCRETE HRM20-HRM25: 20% use of recycled aggregate 
relative to the total coarse aggregate, in accordance with the 
Structural Code. (RD470/2021).

REINFORCED CONCRETE HRA25: 20% use of recycled aggregate 
relative to the total coarse aggregate, in accordance with the 
Structural Code. (RD470/2021).

Advantages
Minimize the use of natural resources for the manufacture of 
concretes permitted by regulation.

Allows for obtaining credits in the Leed, Breeam, and VERDE 
sustainability systems.

Enables compliance with Law 5/2020, Art. 147.2, which establishes 
that public and private construction projects must determine the 
use of recycled aggregates from the valorization of construction and 
demolition waste at a minimum percentage of 5% by weight of the 
total aggregates planned.

Aggregates sourced from an authorized waste management plant 
(manager code E-1920.22)

Truly commit to more sustainable construction, with local economy 
products: 0 kilometer (locally sourced) and high durability.

Application System
•	 The application system for concrete with recycled aggregates is 

the same as that for concrete with natural aggregates. 

•	 Specifically, concrete with recycled aggregates is pumpable.

Aggregate Size 20 mm

Consistency P / B / F / L

Compressive Strength 
28 days (N/mm²)

Up to 40MPa

Environments Adaptable to CodE 
(Structural Concrete 
Code) specifications.

Inquire about the availability of this product 
outside the Barcelona Metropolitan Area.


